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(57) Abstract: The invention relates to a method for extracting hydrogen from a gas containing methane, especially natural gas. 
Hydrocarbons contained in the gas are catalytically broken down in a reformer (4) by steam in order to form hydrogen, carbon 
monoxide and carbon dioxide. Catalytic conversion of the obtained carbon monoxide with steam occurs in a downstream conversion 
step in order to form carbon monoxide and water. Carbon dioxide is removed from the converted gas flow (8) by gas washing (7), 
and the washed hydrogen-rich gas flow (10) is subsequently divided in a pressure-swing adsorption system (11) into a product gas 
^ flow (12) made of hydrogen and a waste gas flow (13). The waste gas flow (13) is introduced with hydrogen (14), which is separated 
fK.| from the gas flow (10) after gas washing, into a reformer (4) which is essentially a carbon-free combustible gas, and is combusted 
there. The invention also relates to a system for canying out said method. 

(57) Zusammenfassung: Die Erfindung betriflft ein Verfahren zur Gewinnung von Wasserstoff aus einem methanhaltigen Gas, ins- 
besondere Erdgas. In dem Gas enthaltene Kohlenwasserstojffe werden in einem Reformer (4) mittels Wasserdampf katalytisch in 
^ Wasserstoff, Kohlenmonoxid und Kohlendioxid gespalten. In einer nachgeschalteten Konvertierungsstufe erfolgt mit Wasserdampf 
^ eine katalytische Konvertierung des entstandenen Kohlenmonoxids zu Kohlendioxyd und Wasser. Das Kohlendioxid wird mittels 
W einer Gaswasche (7) aus dem konvertiertem 
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Gasstrom (8) entfemt, und der gewaschene wasserstof&eiche Gasstrom (10) wird anschliessend in eine Druckwechseladsorptionsan- 
lage (1 1) in einen aus Wasserstofif bestehenden Produktgasstrom (12) und einen Abgasstrom (13) getrennt. Der Abgasstrom (13) wird 
zusammen mit Wasserstoff (14), der hinter der GaswMsche aus dem Gasstrom (10) abgezweigt wird, als weitgehend kohlenstoCSieies 
Brenngas dem Reformer (4) zugefuhrt und dort verbrannt. Gegenstand der Anmeldung ist auch eine Anlage zur Durchftihrung des 
Veifahrens. 



